
Type II, Class II Surge Protection
DSPM Range
Main Features
•  Type II Class II surge suppression device
•  Meets the requirements of EN 62305-4:2006 and EN 61643-11/12
•  DIN-rail mountable to EN 50022
•  Replacement plug-in modules available
•  Protection status indication
•  Ingress protection rating of IP20
•  Remote indication option available
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Description Width
(mm)

Product Code

40kA 1-phase with neutral/earth module 35 DSPM1PN
40kA 1-phase with neutral/earth module and remote indication 35 DSPM1PNR
40kA 3-phase with neutral/earth module 70 DSPM3PN

40kA 3-phase with neutral/earth module and remote indication 70 DSPM3PNR
40kA 1-phase (no neutral/earth module) 17.5 DSPM1P
40kA 3-phase (no neutral/earth module) 52.5 DSPM3P
MOV replacement plug-in for phase module 17.5 DSPML
MOV replacement plug-in for neutral/earth module 17.5 DSPMNE

Description Product Code

Surge handling capability (8/20ms) 40kA
Surge protection technology MOV
Nominal voltage rating 1-phase at 230V rms

3-phase at 415V rms
Maximum continuous operating voltage 1-phase is 200-300V

3-phase is 380-515V
Frequency 48-62 Hz
Maximum current rating Not applicable as parallel connection
Nominal discharge current, In (8/20ms) 40kA
Maximum surge current handling, Imax (8/20ms) 40kA
Response time <10ns
Short-circuit withstand capability 40kA with maximum backup fuse (100A gL/gG)
Thermal overload protection 120°C
Nominal power consumption <10MA
Operating temperature -40°C to +70°C
Protection at 5kA, Up (8/20ms) <1100V peak
Protection at Imax (8/20ms) <1600V peak
Replaceable modules 2 pin plug-in modules available
Protection status indication Mechanical flag mechanism:

Green = Full protection
Red = No protection

Remote status indication option Hard wired
Remote indication connections Volt free N/O or N/C contacts
Terminals Base = 16-35mm²

Remote indicator = 2.5mm² maximum

Remote signalling terminals 230V rms 1A; 30V DC 2A
Module and base material Flame retardant ABS
Device style 35mm² Din-rail mounted to EN 50022
Category classification EN 61643-11 SPD Type 2
Ingress Protection rating IP20

Specification

Note: It is recommended that this surge suppression device be installed on the load side of a
63A Type C MCB for protection.
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17.5 mm

75 mm


