
Type I, Class I or Type II, Class II
Surge Protection, DSPT Range
Main features
•  Type I Class I surge suppression device
•  Meets the requirements of EN 62305 and EN 61643-1
•  Remote terminals fitted as standard
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Parameter 1-phase & neutral 3-phase & neutral

Maximum continuous operating voltage (Uc) 275V AC rms 275V AC rms
Temporary overvoltage (Ut), L-N 335V / 5 seconds 335V / 5 seconds
Temporary overvoltage (Ut), N-PE 1200V / 0.2

seconds
1200V / 0.2
seconds

Response time L-N <25ns <25ns
Response time N-PE <100ns <100ns
Maximum backup fuse 315A gL/gG 315A gL/gG
Maximum backup fuse when ‘V’ connected 63A gL/gG 63A gL/gG
Short-circuit withstand capability at maximum
backup fuse (Ip)

80kA rms 80kA rms

Lightning impulse current 10/350ms, L-N (Iimp)
• Charge (Q)
• Specific energy (W/R)

12.5kA
6As
36kJ/Ω

25kA
12.5As
156kJ/Ω

Lightning impulse current 10/350ms, N-PE (Iimp)
• Charge (Q)
• Specific energy (W/R)

25kA
12.5As
156kJ/Ω

100kA
50As
2500kJ/Ω

Total lightning current, 10/350ms (Itotal), L1, L2,
L3, N-PE

25kA 100kA

Maximum discharge current, 8/20ms, (Imax), L-N 90kA 120kA
Maximum discharge current, 8/20ms, (Imax), N-PE 50kA 120kA
Nominal discharge current, 8/20ms (In) 25kA 50kA
Voltage protection level at Iimp (Up) <1.2kA <1.2kV
Dimensions Height = 100mm

Depth = 64mm
Width = 72mm

Height = 100mm
Depth = 64mm
Width = 145mm

Description Product Code

1-phase & neutral, 25kA L-N, 25kA surge protector DSPT1PN
3-phase & neutral, 25kA L-N, 100kA surge protector DSPT3PN

Specification

Note: It is recommended that this surge suppression device be installed on the load side of a
63A Type C MCB for protection.

Dimensions


