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Modular Devices
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Switch Disconnectors, 
Timers and Contactors
Main Features
•  Exceeds the requirements of EN 60947-3
•  Maximum cable termination is 50mm² 
•  Duty category of AC22
•  For installation of a 4-pole device as an incoming device for a Loadlimiter 63 TP&N 
    distribution board then an additional connection kit is required with product code DBXCKR.

*Ventilation module must be fitted between alternate pairs of contactors to prevent
overheating.

Current Rating (A) No of Poles Product Code

100 2 AV2100
100 3 AV3100
100 4 AV4100
125 2 AV2125
125 3 AV3125
125 4 AV4125

Modular Programmable Timer
Main Features
•  1 or 2 Channel
•  Daily / Weekly programming options of up to 30 events per channel
•  Maximum rating at 16A
•  Backlit LCD easy read display
•  Terminal ratings at IP20

Current Rating (A) Width (mm) Product Code

16A (AC7A) 35 DRT-DW2

Modular Contactors
Main Features
•  Exceeds the requirements of EN 61095
•  May require de-rating when used with inductive loads  -  please see Contactor 

  de-rating table in the Technical Data catalogue for further information.

Current
Rating (A)

No. of Poles Width
(mm)

Contact Status Product Code

20 2 17.5 Normally Open EE2P20CO
20 2 17.5 Normally Closed EE2P20CC
25 4 54 Normally Open EE4P25CO
25 4 54 Normally Closed EE4P25CC
40 4 54 Normally Open EE4P40CO
40 4 54 Normally Closed EE4P40CC
63 4 54 Normally Open EE4P63CO
63 4 54 Normally Closed EE4P63CC
Ventilation Kit - 9 - LLMV *
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Type I, Class I or Type II, Class II
Surge Protection, DSPT Range
Main features
•  Type I Class I surge suppression device
•  Meets the requirements of EN 62305 and EN 61643-1
•  Remote terminals fitted as standard
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Surge Suppresion
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Parameter 1-phase & neutral 3-phase & neutral

Maximum continuous operating voltage (Uc) 275V AC rms 275V AC rms
Temporary overvoltage (Ut), L-N 335V / 5 seconds 335V / 5 seconds
Temporary overvoltage (Ut), N-PE 1200V / 0.2

seconds
1200V / 0.2
seconds

Response time L-N <25ns <25ns
Response time N-PE <100ns <100ns
Maximum backup fuse 315A gL/gG 315A gL/gG
Maximum backup fuse when ‘V’ connected 63A gL/gG 63A gL/gG
Short-circuit withstand capability at maximum
backup fuse (Ip)

80kA rms 80kA rms

Lightning impulse current 10/350ms, L-N (Iimp)
• Charge (Q)
• Specific energy (W/R)

12.5kA
6As
36kJ/Ω

25kA
12.5As
156kJ/Ω

Lightning impulse current 10/350ms, N-PE (Iimp)
• Charge (Q)
• Specific energy (W/R)

25kA
12.5As
156kJ/Ω

100kA
50As
2500kJ/Ω

Total lightning current, 10/350ms (Itotal), L1, L2,
L3, N-PE

25kA 100kA

Maximum discharge current, 8/20ms, (Imax), L-N 90kA 120kA
Maximum discharge current, 8/20ms, (Imax), N-PE 50kA 120kA
Nominal discharge current, 8/20ms (In) 25kA 50kA
Voltage protection level at Iimp (Up) <1.2kA <1.2kV
Dimensions Height = 100mm

Depth = 64mm
Width = 72mm

Height = 100mm
Depth = 64mm
Width = 145mm

Description Product Code

1-phase & neutral, 25kA L-N, 25kA surge protector DSPT1PN
3-phase & neutral, 25kA L-N, 100kA surge protector DSPT3PN

Specification

Note: It is recommended that this surge suppression device be installed on the load side of a
63A MCCB or 63A Type C MCB (if fault level permits) for protection.

Dimensions
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