DORMAN
SMITH

Loadbank 200

MP1 & MPIM Meters

Quick2Fit Metering Selection Chart

Incoming Meter Left Hand Right Hand
LBWRPL x 1 Cableway first Cableway first

outgoing meter outgoing meter
LBWRPL x 1 LBWRPL x 1 Step 2: Select Meter Supply Loom

C MPT (Multi-function) ) MP1 (Multi-function) MPT (Multi-function) Step 3: Select Meter
MPIM (Multi-function MID) MPIM (Multi-function MID)

C LBWRCT x 1 ) C TAS-RJ45CCO.50P x 1 ) C TAS-RJ45CC0.50P x 1 ) Step 4: Select CT to Meter Loom
e . N\ . .
Qty 3 required Qty 1 required Qty 1required Step 5: Select CT
per Meter: per Meter: per Meter:
M53J-200/5 RI-CT242-EW-060 RI-CT242-EW-060
M53J-250/5 RI-CT242-EW-100 RI-CT242-EW-100
M63N-400/5 RI-CT242-EW-125 RI-CT242-EW-125
M63N-600/5 RI-CT242-EW-200 RI-CT242-EW-200
M63N-800/5 RI-CT242-EW-250 RI-CT242-EW-250
M93L-800/5
o _J
Meter (as above) Meter (as above) Step 6: Items required for each
CT (as above) CT (as above) additional outgoing meter in adjacent
TAS-RJ45CCO.50P x 1 TAS-RJ45CCO.50P x 1 knockouts in cableway
TAS-F-MTMSCO0.30 x 1 TAS-F-MTMSCO0.30 x 1
[Outgoing devices as per Loadbank 200, Loadbank] Step 7: Select outgoing devices
250 and Modis 12 Ultra Product Ranges

OVER 130 YEARS OF ELECTRICAL EXCELLENCE




